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Ordering & Specification Guide
Model Primary V. Secondary V.
- e
O-SET-1 B  EN B
_ 1. Model Secondary Breaker
Multi-Volt & Taps Breakers Amperage
The Q-SET-1 Luminaire Power Supply Center, 12V
utilizes two (2) prima:cy tallps, a swiLch o(rj _dimmed QSET-60 1 5
tap to compensate for losses when dimming. QSET-120 1 10
Five (5) secondary taps provide nominal
secondary voltages of: QSET-180 1 15
QSET-240 1 20
12v = 11V, 12V, 13V, 14V, & 15V 3 A ) %SVET'?’OO 1 25
24V = 22V, 24V, 26V, 28V, & 30V A ) QSET-60 1 Optional 4
QSET-120 1 5
Loads may be connected to one or more of QSET-180 1 7.5
the secondary taps up to the full watt rating QSET-240 1 10
of the Q-SET-1. The advantage is that loads QSET-300 1 12.5
at varying distances from the Q-SET-1 can be 2. Primary Voltage - 120/277 (60Hz)

connected to different taps to recover voltage

0f - 04 |i
drop and produce between 85% - 100% light 3. Secondary Voltage - 12V or 24V

output.
Q-SET Secondary Total Number  Total

Volt (CB) (CB) of Q-SET

Rating Size Load (CB) Load

12V @ 5A= 60W x 1 = 60W

Primary Circuit Protection 12v.@  10A=  120W x 1 =120W
120V units come standard with primary circuit Lvie  15A=  180W x 1 =180W
, primary 12V @ 20A=  240W x 1 =240W
protection. 12V @ 25A=  300W x 1 =300W
Secondary Circuit Protection 24V @ 4A= 60w x 1 = 60W
; 24V @ 5A=  120W x 1 =120W

Q-SET-1 comes with one (1) secondary breaker. 24V @ 7.5A=  180W x 1 =180W
24V @  10A=  240W x 1 =240W

24V @ 12.5A=  300W x 1 =300W

* (CB) = Circuit Breaker

Ordering Example:
QSET-300 - 120/12
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